Accesorios 0smosis / Osmosis accessories

Accesorios 6smosis inversa / Reverse osmosis accessories

MEMBRANAS VONTRON / VONTRON MEMBRANES

Ref. Descripcion / Description €/uni.

RO4015  Membrana Vontron de 50 GPD 28,00
50 GPD Vontron membrane

RO4016  Membrana Vontron de 75 GPD 33,00
75 GPD Vontron membrane

RO4017 Membrana Vontron de 100 GPD 42,00
100 GPD Vontron membrane

RO2040 Membrana Vontron 2812 de 200 GPD 114,65
200 GPD Vontron membrane 2812

RO4014  Membrana Vontron 3012 de 240 GPD 135,60

240 GPD Vontron membrane 3012

Condiciones limite de trabajo:

- El permeado puede variar sobre un 20%.

- Presion de trabajo méximo: 300 psi
(2,07 Mpa).

- Concentracion de cloro residual: <0,1 ppm

-Rango de pH para dptimo rendimiento:
3-10

-Rango de pH: 2~12

- Reduccidn de presion: 10 psi (0,07 Mpa).

Condiciones de prueba:

- Presion de prueba: 60 psi /100 psi.
- Concentracion NaCl: 250 ppm / 500 ppm

- Temperatura de solucién de prueba: 25 °C.

- Valor de pH de la solucién de prueba: 7,5.
- Tasa de recuperacion de membrana: 15%.

Operating limit and conditions:

- Permeate may vary about 20%.

-Max. working pressure: 300 psi
(2,07 Mpa).

-Residual chlorine concentration: <0,1 ppm

- pH range of feedwater during continuous
operation: 3~10

-pHrange: 2~12

-Max. pressure drop: 10 psi (0,07 Mpa).

Test conditions:

- Testing pressure: 60 psi/ 100 psi.

-NaCl concentrated: 250 ppm / 500 ppm.
- Temperature of testing solutions: 25 °C.

- pH value of testing solution: 7,5.
-Recovery rate of membrane: 15%.

RO4015 RO4016 RO4017 RO2040 RO4014
- Permeado:
Permeated: 019 m?/d 0,28 m*/d 0,38 m?/d 0,76 m¥/d 0,91m*/d
) EA‘?ChaZO minimo de sales: 96% 96% 93% 95,5% 95,5%
INnimum fe]eCthn rate:
-Rech dio de sales:
echazo medio de sales 97,5% 97,5% 95% 97% 97%
Stable rejection rate:
- Superficie de membrana: 0.41m 0,46 m? 0,56 m? 1,04 m? 1,23 m?

Membrane area:

Dimensiones:
RO4015/R0O4016

-A:304,8 mm
-B: 47,5 mm
-C:17 mm

Dimensiones:
RO2040

-A:304,8 mm
-B: 71,12 mm
-C:17 mm
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VCNTRON

Dimensiones:
RO4017

-A:304,8 mm
-B: 50,8 mm
-C:17 mm

Dimensiones:
RO4014

-A:304,8 mm
-B: 75,20 mm
-C:17 mm
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Accesorios 6smosis inversa / Reverse osmosis accessories

MEMBRANAS WIP / WIP MEMBRANES

Wwater industrial products

e ——
Ref. Descripcion / Description €/uni.
RO4020 Membrana WIP de 50 GPD 28,00
50 GPD WIP membrane
RO4021 Membrana WIP de 75 GPD 33,00
75 GPD WIP membrane
RO4097  Membrana WIP de 150 GPD 45,00
150 GPD WIP membrane

Condiciones limite de trabajo:

- El permeado puede variar sobre un 20%.

- Presion de trabajo méaximo: 300 psi
(2,07 Mpa).

- Concentracion de cloro residual: <0,1 ppm

-Rango de pH para dptimo rendimiento:
3-10

-Rango de pH: 2~12

- Reduccidn de presion: 10 psi (0,07 Mpa).

Condiciones de prueba:

- Presion de prueba: 60 psi/ 100 psi.
- Concentracion NaCl: 250 ppm / 500 ppm

- Temperatura de solucion de prueba: 25 °C.

- Valor de pH de la solucion de prueba: 7,5.
- Tasa de recuperacion de membrana: 15%.

Operating limit and conditions:

- Permeate may vary about 20%.

-Max. working pressure: 300 psi
(2,07 Mpa).

-Residual chlorine concentration: <0,1 ppm

- pH range of feedwater during continuous
operation: 3~10

-pHrange: 2~12

-Max. pressure drop: 10 psi (0,07 Mpa).

Test conditions:

- Testing pressure: 60 psi/ 100 psi.

-NaCl concentrated: 250 ppm / 500 ppm.
- Temperature of testing solutions: 25 °C.

- pH value of testing solution: 7,5.
-Recovery rate of membrane: 15%.

RO4020 RO4021 RO4097
- Permeado:
) 0,19 m?¥/d 0,28 m¥/d 0,57 m¥/d . .
Permeated: Dimensiones:
. Dgchazo m|h|m9 de salgs. 06% 06% 93% RO4020 / RO4021
inimum rejection rate:
- Rechazo medio de sales: o o o
Stable rejection rate: oo oo e -A:304,8 mm
. ;uperﬂcne de mgmbrana: 0,397 0,39 m? 0,59 m? -B: 47,5 mm
embrane area: -C:17 mm
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Dimensiones:
RO4097

-A:304,8 mm
-B: 50,8 mm
-C:17 mm
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Accesorios 6smosis inversa / Reverse osmosis accessories st
MEMBRANAS WIP / WIP MEMBRANES A&l
—_——
Ref. Descripcion / Description €/uni.
RO4101  Membrana WIP encapsulada de 75 GPD | %" espiga 35,00 il ——T = il
75 GPD WIP encapsulated membrane | 7" stem m__ o
RO4102  Membrana WIP encapsulada de 150 GPD | %" espiga 60,00 I & @
150 GPD WIP encapsulated membrane | %" stem — T o
RO4103  Membrana WIP encapsulada de 100 GPD | %" espiga 45,00
100 GPD WIP encapsulated membrane | 4" stem
Condiciones limite de trabajo: Operating limit and conditions:
- El permeado puede variar sobre un 20%. - Permeate may vary about 20%.
- Presion de trabajo méaximo: 300 psi -Max. working pressure: 300 psi
(2,07 Mpa). (2,07 Mpa).
- Concentracion de cloro residual: <0,1 ppm -Residual chlorine concentration: <0,1 ppm
-Rango de pH para dptimo rendimiento: - pH range of feedwater during continuous
3-10 operation: 3~10
-Rango de pH: 2~12 -pHrange: 2~12
- Reduccidn de presion: 10 psi (0,07 Mpa). -Max. pressure drop: 10 psi (0,07 Mpa).
Condiciones de prueba: Test conditions: o B N
- Presion de prueba: 60 psi/ 100 psi. - Testing pressure: 60 psi / 100 psi.
- Concentracion NaCl: 250 ppm / 500 ppm -NaCl concentrated: 250 ppm / 500 ppm. i
- Temperatura de solucion de prueba: 25 °C. - Temperature of testing solutions: 25 °C. ¢
- Valor de pH de la solucion de prueba: 7,5. - pH value of testing solution: 76. [ U ”” 3
- Tasa de recuperacion de membrana: 15%. -Recovery rate of membrane: 15%.
RO4101 RO4102 RO4103
- Permeado: o 5 o A
Permeated: 0,19 m¥/d 0,28 m?/d 0,57 m¥d
’ D?Chazo minimo de Sal,eS: 96% 96% 93% Dimensiones:
inimum rejection rate:
- Rechazo medio de sales: o o o
Stable rejection rate: oo oo e -A: 274 mm
- Superficie de membrana: ) . . -B:63,5mm
Membrane area: 02 0,39m 053 m -C:6,2mm %,,,
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